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OVERPASS ELEVATION

(Not to Scale)

across the Overpass

/ Bridge deck

20 (¥ Galv.
conduit

Branch Lighting Circult
from Controller to Load

GENERAL NOTES

Conduit and wiring To the underpess luminagire(s) shall be incidental
To the cost of the underpass luminaire(s). This includes ali
appurtenances Including, but not limited to; sfraps, clamps, hangers,
fittings, attachments, hardware, etc.

Conduif shall be rigid galvanized conduit unless noted otnerwise.
All hardware shall be stainless steel and all conduit appurtencnces,
as noted above, shali be hot dip galvanized or stainless steel.

A stainless steel junction box and fiex conduit shall be installed in
the condult at any opening in the bridge deck where road salt

can run down onto the condult system.

= Routing and method of attachment of the conduit on the bridge

structure and across piers shall be as approved by the Engineer.

Luminaire mounting

height as determined

by the Engineer

Luminaire spacing
as determined by
the Engineer

“|—— S.5. Junction box
attached to pier

305%255x150 (12x10x6)

Condult and wiring ——
beyond this box is
incidental to fthe
luminaire(s), sec note.
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Conduit embedded

P in pier 50 (2}

Bury to full depth per Std Spec

Section A-A

(Underpass Lighting on Pler)
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